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Sunken Boat at 14m

Swimmer at 5m with Bubble Trail

Swimmer at 9m with Bubble Trail

Sunken Boat at 14m

ARIS 
EXPLORER 1800

SPECIFICATIONS:

Number of Transducer Beams 96
Beam Width 0.3°
Field-of-view 28° x 14°
Frame Rate Up to 15 frames/sec
Range Resolution  Down to 3mm
Power Consumption 20 Watts typical
Weight in Air 5.9 kg
Weight in Water 1.06 kg
Dimensions 31cm x 17cm x 14cm
Cable Length Up to 150m

FEATURES:

Founded in 2002, Sound Metrics 
Corp. was the � rst company to  

introduce a high-frequency imaging 
sonar to the commercial market. The 

DIDSON brand of imaging sonars 
set a new standard for excellence 
in underwater vision in black and 

turbid waters. The company recently 
launched the next generation of 
DIDSON, with the release of the 

ARIS brand of high-resolution and 
high de� nition imaging sonars. With 

the ARIS Explorer product range, 
Sound Metrics once again sets a new 

standard for imaging at extremely 
close ranges in all types of water.

 
Sound Metrics strives to o� er the 
most advanced technology along 
with the best support and most 
innovative solutions around your 

applications

Dual Frequency, 1.8 MHz & 
1.1 MHz

High-Definition Imagery

Capable of imaging at 
close range 

Dynamic Focus

Built in compass & 
depth gauge

Compact & lightweight

Low Power Requirement

Easy Integration 

Ethernet Interface

Windows™ based Software


